
File 08745 – Atim Creek north west of Winterburn 

Hydrotechnical File History 

1917 Bridge constructed. 4-6.1m pile spans. 

1930 Bridge reconstructed. 4-6.1m timber spans on piles 2.4m above streambed. 

1959 South bent is kicked in and the wings are heaving. Bridge reconstructed. New abutment on the south 
end and re-driven abutment on the north. Rock riprap at the south abutment. 

1971 Bridge reconstructed on a new alignment on a creek diversion. 2-8.5m HC spans on treated timber 
substructure 3.1m above streambed. 

1972 Report: Water has been over the deck of the old bridge (1959) in the past. Spring hwm was 0.61m 
below the deck and over both approaches of present bridge. Bridge is raised 0.91m. 

1974 Hwm appears to have been within 0.31m of the road and 0.91m below the deck. 

1988 Struts added to the substructure. 

1989 Accident damage to the northeast wingwall is repaired. 

1995 Bim: hwm is 1.5m above the streambed. Geotechnical Investigations Report by Thurber Eng. 

1996 Bridge reconstructed. 3-12m SCC girder on concrete on H pile abutments and pipe pile piers. 
Hydrotechnical Summary Report by Cochrane Eng.  

1999 Bim: class I rock riprap on the south headslope. 

    

    

    

 


