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File 01703 — K neehills Creek

Hydrotechnical File History

16 —20 — 20— 20" bridge built.

HW : west approach washed out.
4 — 20 bridge built.

HW : U/s bridge (File 1876) washed out and piled up against this bridge, causing east approach to
wash out. Repairs made and 20" span added.

80’ PT bridge built.
XS:dh=15,h=13-15,B =50, T =100'.
20—-100—-20" PT bridge built, 500" u/s.

HW (Apr) : 6 below deck (Y = 10').

Report : dn =15'.

HW (Apr) : 1' below deck and over grade (Y = 15).
Photo : drift pile on south bank.

Report : dh=16",B =50, T = 100°, HWM 8 over deck (based on mark on truss and ascribed to
1951), appears unlikely based on info from other sites.

Note : ice damage to bottom chord.

Inspection : dh = 4.85m, B = 15m, sharp curve 200m to the east, low level crossing 20m u/s.
Inspection : dh = 4.9m, low level crossing u/s.

Inspection : Deck to ice = 3.6m.

100" salvaged PT bridge built, dh = 6.5m (DD1066, 11389-C). DA = 1795kn?, Q = 160cms, S =
0.0003,h=45m,B=14m, T=25-30m, Y = 5m.

Inspection : B = 10m, Deck — WL = 5.4m, low level crossing and pump just u/s.
Erosion noted at toe of east headslope.

BIM : HW = 3m, dh = 6m, slumping banks ~ 150m d/s.
Photo : B =15m, h=4—-5m.



