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File 00379 .M edicine River near Tindastoll

Hydrotechnical File History

Request for bridge. Hwm 27.68m, wl Aug.1 25.05m, SB 22.55m. Hwm on Creamery Bld. 28.22m

Petition for bridge. Bridge constructed. 2-15.2m timber trusses with 2-6.1m timber approach spans on
rock filled timber crib piers and abutments.

Repairs made to substructure damaged by ice.

Bridge reconstructed. 1-30.5m steel pony truss and 2-6.1m timber approach spans on timber
substructure 5.5m above SB.

Report; the top of the east abutment seat pushed 4ft downstream by ice pressure over severa years.
Repairs made to substructure.

Inspection: bridge is 6.3m above SB.

Extensive repairs made to substructure.

Hwm at bridge-low chord 898.86m at house 898.76m

Bridge reconstructed on new alignment. 1-54.86m steel through truss on treated timber substructure.
47° LHF skew.

July 8. WI/hwm 3.37m below top of deck Vel 1.7m/sec.

WI 2.65m below the top of the deck at mid-span upstream. Hwm 2.44m below the top of the deck at
mid-span upstream.

Hwm July 6. Deck to wi/hwm 2.8m at mid-span upstream. Vel = 1.7m/s
BIM: July 22 deck to wl 6.49m deck to bed 6.92m
Deck towl 4.6m at 12:36 July 15. Deck to Hwm 4.4m



