
File 08233 – Bear River 

Hydrotechnical File History 

1915 1 – 16’, 4 – 14’ bridge built 

1922 3 – 20’ bridge built, dk ht = 12’, fill ht = 5’.  

1945 Rebuilt 3 – 20’ bridge, dk ht = 10’. 

1958 3 – 20’ bridge built, dk ht = 11.5’, pile pen = 13’. 

Report : A = 60 sq. mi., Qest = 900cfs, Vest = 3 ft/s, HW = 1’ below deck (0.5’ over grade to west), 
washouts at both abutments, B = 20’, T = 50’, h = 8’.  No reference to date (likely 1957 or 1958). 

1962 Bridge widened, road work ties into existing gradeline. 

1963 HW (not dated, but likely spring 1963) – WL 2’ below bottom of stringer, HW 3’ higher (Y = 9.5’), 
not over highway. 

1964 HW – Jun 28, 3.5’ below deck (Y = 8’) 

1968 West headslope restored and earth mass removed from stream 

1976 Scour hole filled with pitrun at SE bank. 

1995 BIM HW = 2.5m 

1997 HW : consultant report based on local knowledge (not on file), HW close to deck, u/s flooding, Y = 
3.6m, V = 0.6m/s. 

2000 1 = 16m SCC built, dk ht. = 5m, on diversion 60m to west.  A = 155 sq. km, Q100 = 42cms, V = 
0.6m/s, S = 0.0009, B = 10m, h = 2.7m. 

    

 


