
File 06985 – Crowfoot Creek near Cluny 

Hydrotechnical File History 

1911 Request for bridge. Bridge constructed 3-6.1m pile spans. 

1918 March 18th Bridge washed out. Bridge reconstructed. 4-6.1m pile spans. 

1925 Water level during ice run is at the level of the stringers. Substructure damaged by ice. March 30th 
bridge washed out and reconstructed.  

1928 Bridge washed out by ice and highwater.  

1929 Bridge reconstructed. 1-30.5m steel pony truss on treated pile abutments 6.6m above streambed. 

1948 West abutment reinforced.  

1949 West abutment reinforced. 

1950 Bridge reconstructed on new alignment. 12.2-18.3-12.2m continuous concrete arch (CT) girder on 
concrete substructure 9m above streambed. 20O LHF skew. 

1955 Bridge widened piers, abutments and deck. 

1961 A mess of old piling in streambed should be removed. 

1977 Headslopes have settled slightly exposing the tops of the piling. 

1979 Headslopes restored with pit run gravel. 

1983 Photo shows hwm stains on pier. 

1986 Bridge twinned with new eastbound 42m DBT concrete girder. Class II rock riprap on east headslope. 

1991 Bim: Old piles should be removed. 

    

    

    

 


