
File 00521 –Bighill Creek at Cochrane. 

Hydrotechnical File History 

1900 Bridge constructed 18?? 

1902 Bridge is in very poor condition. Suggest replacement. Bridge reconstructed. 1-9.1m Queen truss, 1-
7.3m timber approach span. 

1917 Report: chronic problem of approach washing out.  

1919 Bridge reconstructed. 1-18.3m wooden Howe truss on pile abutments. 

1929 Bents placed under needle beam. 

1930 Bridge reconstructed. 2-9.1m pile spans. 

1947 Bridge reconstructed. 1-12.2m cast in place re-enforced concrete span. 30o RHF skew. 3.81m above 
streambed. 

1966 Inspection: Maximum ice level is 1.8m above streambed. High water has been to the bottom of the 
concrete. 

1969   

1979 Inspection: The concrete in the structure is badly deteriorated. 

1982 Inspection: Ice has built up to approx. 1m below the underside of the deck. 

1985 High water level. Wl on Sept. 13 is 3145mm below the top of the wingwall at the north east corner. 
High water mark may have been 100mm higher on Sept 12 but there is no clear hwm.  

1986 Inspection: The structure is in distress and should be falseworked or replaced as soon as possible. 

1987 Bridge reconstructed. Abutments are restored and 1-11m SM precast girder installed. 

1991 Southeast wingwall repaired. 

2000 RPW Inspection Report by Golder. 

    

    

 


