
File 07108 – Paddle River 

Hydrotechnical File History 

1912 Request for assistance with bridge. Settlers build 1-16.5m timber truss. 

1922 Request for bridge. 

1930 Request for bridge with petition.  

1938 Request for bridge. 

1939 Bridge reconstructed. 1-24.4m light steel pony truss on untreated pile substructure. 

1944 Hwm up to stringers. 

1958 Corbels replaced. 

1959 Bridge reconstructed. 3-12.8m PE precast concrete on concrete substructure 6.9m above streambed. 

1965 April hwm 0.61m below the bottom of the stringers. June hwm 2m below the deck. 

1972 Hwm is 1.8m below the curb at midspan. There is flow over the grade to the east. The west approach 
slab has a large void under it. 

1974 Hwm is 1.0m below the deck. 

1977 The west headslope is scouring and the east approach slab is unsupported for its entire length. A 
0.15m layer of heavy pit run gravel is placed on the class I rock on the west headslope. 

1985 Hwm elev. is 642.42m 

1988 To relieve lateral pressure the headslopes are trimmed back to the abutments. Bim: some sloughing 
near the bridge and under the bridge against the piers. 

1989 Hwm elev. is 643.2m 

1995  Bridge reconstructed. 3-12.8m SC-510 concrete girder on concrete shaft piers 6.9m above the 
streambed.  

    

    

 


