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File 73901 — Atimoswe Creek

Hydrotechnical File History

Existing 1-60" + 2-36" pipes were unable to handle spring runoff, Apr 10, 11. Road was overtopped
and scoured badly for about 300°. A 3’ by 20° segment of road washed out. A 4to0 5’ scour hole
formed at the downstream end of the pipes. Qest. = 230cfs in pipes, much more over road. Vest. for
channel = 2.5 ft/s. A 20" span bridge suggested for replacement. No previous info on pipes.

Pipes washed out again on Apr 15. Washout area 35" by 10'. AT least 3-20" bridge recommended.

Culvertsreplaced with 3— 20" TT bridge, Dk ht. = 9'.
HW observation by local resident, Y =9'.
Report : Qdes. = 1000 cfs, bank ht. =5, pasture land u/s. Apr 19 and June-Y =5'.

3-28 TT built, dk ht. = 15’

NTF : Dk to SB = 5.6m, Dk to WL (Apr 30) = 4.3m.
Report : Dk ht. = 4.0m, scour at W abut.

Photos showing heavily bushed floodplain.

BIM : channel described as well defined, low grassy banks.

3670mm SP built (16238 — P). Drainage and soft soils problems during construction. AEP siltation
concerns also.

Photos show channelization and protection u/sto 2 — 2.0m pipe trail crossing, with sight bend d/s
through protection works. D/S channel has low banks and lots of vegetation on floodplain.



