
File 00444 – Driedmeat Ck 

Hydrotechnical File History 

1907 3 - 20’ bridge built. 

1929 3 – 20’ bridge built, dh = 11’. 

1956 HW (May) : to bottom of girders (Y = 8’), over grade both sides, no V, BW from Driedmeat Lake. 
Report : dh = 9’, (7’ to low water), road 1.5 – 2.5’ lower than bridge, Q = 450 – 500cfs. 

1957 3 – 20’ bridge built, dh = 10’. 

1963 Report : dh = 10’, HWM 2’ below deck (Y = 8’), 2’ over south grade, 1’ over north grade, T = 50’ at 
crossing, h = 5’. 

1964 Report : dh = 9 – 10’, HWM 2’ below deck, T = 50’, Q = 1500cfs. 

1965 Survey : B = 20’, h = 5’, dh = 10’, proposed dh = 13’, no drop over 2000’. 
3 – 20’ bridge built, dh = 13’, proposed channel straightening with B = 20’. 

1975 Report : dh = 12 – 14’. 

1979 Report : HW over deck in the past (no reference to when, possible reference to 1956 event which was 
not over the deck and was 2 bridges ago). 
3 – 11m bridge built, dh = 6.7m (8206-P).  DA = 1140km2, Q = 100cms, Y = 4.9m (no notes to 
explain these values). 

1982 HW (May) : 4m below deck. 

1994 Photo : h = 1m > WL. 

 


